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OLFACTOMETER 
 

Equipment for scientific research 
 

__________ Description ________ Technical specifications 
 

The olfactometer is a device for scientific 

research in the neurological, cosmetic 

and food&beverage fields. 

It consists of 8 independent channels for 

the delivery of odorants, and 1 for the 

supply of clean air. The flow of clean air 

serves as a carrier for the odorants. Each 

channel has 2 sub-channels, one for the 

odorant and one for a flow of clean air. 

The delivery of odorants takes place 

through the switching of solenoid valves 

between the 2 sub-channels, in order to 

maintain a constant flow. The flows can 

be individually tuned via the adjustment 

knobs mounted on the flow-meters.  

The delivery sequence is programmed on 

a PC via a Graphical User Interface. 

Available digital input/output channels 

allow the user to synchronize the 

olfactometer with other devices such as 

EEG and fMRI scanners. 

The device can be interfaced with E-

Prime and PsychoPy software. 

 

 

 8+1 channels 

 Low voltage (12V) 

 Air supplied by a low noise compressor 

through a filtering and drying unit 

 Max. air flow rate: 14 l/min (with the on 

board compressor) 

 Low noise valves 

 Stainless steel structure mounted on a 

trolley 

 Air circuit components made of food 

grade, low absorption materials 

 Check valves to prevent odorized air from 

flowing back into the system 

 Adjustable structure to support the 

nosepiece 

 Graphical User Interface for PC and tablets 

running Windows® Operating Systems 

 Settable triggers for synchronization with 

third party equipment and software 

 Built-in software interface with E-Prime 

software 

 100% made in Italy 
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__________________________________________ Customization   
Here follows a list of some of the parameters/components that can be customized: 

 Number of channels 

 Pipes length 

 Air source (cylinder, centralised air distribution system, external compressor) 

 Air temperature and humidity control 

 Breathing sensor 

 Synchronization triggers 

 Interfaces with third party equipment and software 

 Coupling and synchronization with our Gustometer for multi-sensorial experiments  

 Nosepiece and mask for odorants supply 
 

 

 

 

Contact APLab 

Viale del Vignola 75 

00196 Roma 

Tel. +39-320-1456792 

  info@aplab.it 

www.aplab.it 

mailto:info@aplab.it
http://www.aplab.it/

